1. Interchangable utilization of internal and external hard 1. Gripping of square or octagonal workpieces could fit into
jaws. central line automatically.
2. SC types feature economical and durable, suitable for 2. SIC have high stability in gripping thin tube work piece.
mass production. 3. The specification is the same as SC type.
3. Gripping accuracy of 0.03mm (0.0012 inch) T.L.R.. 4. The body is made of MEEHANITE. It is suitably used for
4. The body is made of MEEHANITE. It is suitably used for high speed revolution and 3 times more durable than
high speed revolution and 3 times more durable than regular material.
regular material.
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SPEC G Handle GMPPING  MaX. —weight of Inertia Gripping Range
Model A B oo D EF Back / Front W KoL '{kcs;;q%e): (cl)(;%e S(r’?p?rﬁ.? g (kg.Imz) 0-D- Range /1.D. Range
SC-3 86 46 60 73 16 4.1 3-M6/3-M6x50 36 11 143 7 3.0 900 2500 1.7 — @2-070 | @24-064
SC-4 112 60 80 95 24 48 3-M8/3-M8x70 42 14 166 8 45 1200 2500 3.7 — 93-095 | ©29-084
SC-5 132 60 100 115 32 4.8 3-M8/3-M8x70 50 16 20.3 8 65 1500 2500 5.2 0.01  @3-9110/@33-0100
SC-6 167 67 130 147 45 55 3-M10/3-M10x70 63 19 23.7 10 9.0 2200 2000 93 003  ©@4-0160/ B48-0150 UNIT- mm
SC-7 192 76.5 155 172 58 5.5 3-M10/3-M10x80 77 21.5 29.4 11 11.0 2500 2000 142 006  ©@4-0180/@56-0170 Allowable Ginoine Max. ~ Moment -
SPEC B ¢ D E F € HoJ o K L Fende o speeg WOgN Ofinoria o, SEARRGNENE, o,
SC-8 200 76.5 160 176 58 5.5 3-M10/3-M10x80 77 21.5 29.4 11 11.0 2500 2000 16 007  @4-0190 / ©62-0180 Model Back / Front ket -m) k) pm) P b T -
SC-9 232 84 190 210 70 6 3-M12/3-M12x90 87 24 356 12 150 3000 2000 22.7 0.15  @5-@220/0@62-0210 SIC-7 192 765 155 172 58 5.5 3-M10/3-M10x80 77 21.5 294 11 11.0 2500 2000 14.8 0.06  ©4-0180/@56-@170
SC-10 273 87 230 250 89 8 3-M12/3-M12x90 98 28 395 12 195 4000 1800 31.8 025  @6-@260/B70-0250 SIC-9 232 84 190 210 70 6 3-M12/3-M12x90 87 24 356 12 150 3000 2000 23.2 0.16  @5-0220/@62-0210
SC-12 310 96 260 285 105 7 3-M12/3-M12x110 110 30 45.6 14 21.0 4200 1800 44.8 058  ©10-0300/286-3290 SIC-12 310 96 260 285 105 7 3-M12/3-M12x110 110 30 456 14 21.0 4200 1800 47 0.58  ©10-0300/ @86-3290

SC-16 405 122 345 375 160 8.7 —/6-M14x130 146 42 56.3 15 25.0 4500 1500 102 1.75  ©@30-0380/ @110-0360 SIC-16 405 122 345 375 160 8.7 —/6-M14x130 146 42 56.3 15 25.0 4500 1500 107 1.72  30-0380 / @110-0360



